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RE-2D is a super-heterodyne ARDF receiver with 3 elements Yagi antenna. Its
high sensitivity. fine directional pattern. smooth tuning and completed function make
it ideal equipment for exercise and competition in IARU and similar ARDF
competitions.

Main Technical Sp

cation
1. Frequency Coverage: Not narrower than 144~ L16MHz

2. Audible Sensitivity: Better than I micro Volts
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1, Direction Finding Performance: The direction pattern can be sensed by audio at
2 meters from the transmitter
5. Stray Radiation: No radio signal of 144~ 146MHz shall be transmitted
6. Output Impedance: 8~32 Ohm stereo carphone with 3.3mm stereo phone jack
7. Power supply: DC=G6V (Four AA type batteries)
Block Diagram
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1. Antenna installation:

Two longer elements are (o be installed at the back end of the receiver body. the
rest four elements are to be installed at the front end and the middle of the receiver body

All 6 antenna elements shall be kept in a same planc.

2. Battery installation:
‘Take off the serew at the end of the receiver body. open the cover of the battery
chamber, load batteries according to the indicated order. The silk belt shall be placed

under the batteries so it

n help to unload the batteries when pulled.

The power switch of the receiver is imbedded in the phonesocket. Insert the





[image: image4.png]phone jack, the power will be automatically turned on, and the LED indicator will be lit
The phone jack must be pulled out after use to turn off the power. The mono-type

carphone shall not be used for this receiver.

17 switeh:
This switeh is for athletes to estimate the distance from the transmitter and
improve directional performance in close area of the transmitier. Set it to “ DX

position to obtain the highest sensitivity. Setit to “Mid” to get attenuation of 60dB.

able audio volume at the distance of about 500 meters from the

this can make a s
hidden transmitter. Set it to "Local”, the whole Receiver gain is even lower and the

signal canonly be heard within the range of about 100 to 200 meters to the transmitter.





[image: image5.png]The gain control shall be adjusted from time to time when the player is

approaching the tran:

nitter to make sure that all stages in the receiver do not be

overloaded. Otherwise the direction finding performance will be degraded or even lost

when signal is 100 strong. Skillfully usage of the *DX-Mid-Local” switch and the

ain control will greatly help for bearing and distance estimation.

imer Setting” switch:

switch controls a one m

ner alarm w

ute

h will remind the player that
the current transmitting cycle a ccording IARU ARDF rules will be ended in few
seconds so she/he may catch up the last bearing for the moving during the rest no-signal

nute

period of the eycle. Turn on this switeh. a one m mer alarm is started. It is





[image: image6.png]normally (o be turned on about 50 seconds after any hidden transmitter starts transmit.

Turn off the switch to disable the one minute timer alarm function.

6. The position of the receiver:

IARU ARDF rules requires transmitters to emit horizontally polarized wave. so
that the antenna element is 1o be kept horizontal to ensure the best receiving.

7. To avoid missing of the anten

a clements. please fasten them together by

rubber band ete. during tr

nsport.
8. To avoid leaking of the batteries, please unload them from the receiver if it will

not be used for a long time




[image: image7.png]Packing List:
1. ARDF Receiver
2. Mast for leading elements
3. Antenna element

1. Stereo ear receiver

er's manual

6. Carrying bag

1 piece
1 picce
1set (6 pieces)
1 piece
1 copy

1 piece
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